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LBB 3512/00
Data Distribution Board
• Drives hall displays and camera systems
• Allows transparent data transport for remote control of external equipment

This printed circuit board is used with digital equipment such as hall displays, recorder
systems and camera controllers to provide the data communication link to the DCN. 

Note: For more information, refer to section 6 (DCN Information Displays).

Extension Cards and Accessories

LBB 3519/10
Trunk Communication Board

The LBB 3519/10 Trunk Communication Board is required for LBB 3500/xx CCUs
for upgrading purposes.

Note: When used in an LBB 3500/30 CCU the Multi-Trunk Board (MTB) must be
upgraded. Available on request.

The Trunk Communication Board can easily be fitted into the CCU. Full installation
instructions are supplied with the board.

LBB 3504/00 
Suitcase for Central Control Unit LBB 3500/xx
• Can accommodate CCU or Audio Media Interface, plus extension cables
• Attractive finish, yet sturdy construction
• Simplify packing and unpacking
• Easy to carry and store

This transport and storage suitcase is slightly smaller than the LBB 3312/00 Suitcase for
DCN Discussion Units, and is designed to accommodate a LBB 3500/xx Central Con-
trol Unit or an LBB 3508/00 Audio Media Interface. It also has room for the mains
plug for the CCU, plus two LBB 3516/05 Extension Cables (5 m (196.85 in) length)
or a single 3516/10 Extension Cable (10 m (393.70 in) length). 

Technical data

Dimensions (H x W x D) 495 x 685 x 225 mm (19.48 x 26.96 x 8.85 in)

Material: 3 mm (0.12 in) thick ABS

Weight 4.95 kg (10.89 lb)

Colour RAL 9004


