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• Microphone on/off lever-type switch for secure microphone switching and clear 
indication of switch position

• ‘Microphone status’ indicator (red LED bar)
• Microphone ‘Mute’ key
• Selector switch for selection of either an external headset or built-in microphone
• Outgoing message key
• Call key (voice) to provide two-way communication between interpreter and

chairman/operator

Note: If the Intercom Control software module (LBB 3572) is installed, interpreters
can also communicate with other PC users, interpreters, officials, and even delegates. 
Communication can be either via the built-in microphone and headphones, or the
Intercom Handset (LBB 3555/00) for extra privacy.

Interconnection
• Headphone or headset connector (5-pole 180° DIN-type socket wired according to

IEC 574-3)
• 6.3 mm (0.25 in) and 3.5 mm (0.14 in) stereo jack headphone connectors
• 2 m (78.74 in) cable with a moulded 6-pole circular connector
• 6-pole circular connector for loop-through connections
• 6-pole modular jack connector for Intercom Handset LBB 3555/00

Technical data

Mounting table-top (portable or fixed mounting)

Dimensions (H x W) front 295 x 100 mm (11.61 x 3.93 in) (footprint on table approx. 
295 x 110 mm (11.61 x 4.33 in))

Weight approx. 1 kg (2.20 lb)

Colour charcoal (PH 10736)

Simultaneous Interpretation Equipment

LBB 9095/30
Interpreter Headphones

Lightweight, dynamic headphones with 1.5 m (59.05 in) cable terminated with a 
6.3 mm (0.25 in) jack plug, for direct connection to Interpreters Desk LBB 3520/00.

Technical data

Impedance 2 x 720 Ω

Frequency response 250 Hz to 13 kHz (-10 dB)

Power handling capacity 200 mW

Sensitivity (1 kHz) 97 dB SPL/earpiece at 0 dBV/system 96 dB SPL/earpiece 
at 1 mW/earpiece

Weight 78 g (0.17 lb)

Colour black/grey


